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MOUNTING INSTRUCTION
Cable glands 
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Fig.1

Fig.2

Fig.3

Fig.4

PRESSACAVO serie PMS / CABLE GLAND series PMS
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Composizione pressacavo:
1)-Corpo maschio
2)-Anello di tenuta 
elastomerico
3)-Anello premigommino
4)-Corpo Intermedio
5)-Inserto filettato
6)-Anello premiguaina
7)-Ghiera

1)- Avvitare il corpo maschio 
(1) nella entrata di cavo della 
custodia. 

2)- Infilare il cavo 
escente dal tubo 
attraverso i vari 
componenti, come 
indicato in fig.2.

3)- Avvitare il 
componente 4 sulla 
parte 1 e serrare 
fino al completo 
bloccaggio del cavo

3)-Screw the part 
4 on the part 1, 
until the cable is 
fully clamped.

2)-Insert the 
cable into all the 
components as 
figure 2.

1)-Screw the male body (1) 
on the enclosure cable 
entry.

Bill of component:
1)-Male Body
2)-Elastomeric Sealing Ring 
3)-Pressing Ring
4)-Inner Body
5)-Threaded Insert
6)-Plastic Pressing Ring 
4)-Cap
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4)- Inserire il tubo 
flessibile attraverso i 
componenti 5 e 6. 
Dopodichè  bloccarlo 
avvitando il 
componente 7 sulla 
parte 4.

4)-Insert the tube 
between componet 5 &
6. Then clamp it 
screwing the part 7 on 
the part 4.
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Tubo Flessibile
Flexible tube

Tubo Flessibile
Flexible tube
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